
METALS WITHOUT BORDERS
STAINLESS - ALUMINUM- CARBON



     

  

  

  

  

 

     

  

  

  

 

 

  

  

  

   

  

     

  

  

 

     

 

     

Stainless Steel 

l Stainless Steel Flat Products 

l Stainless Steel Long Products: Bars/Flat Bar/Angle Bar 

l Stainless Steel Tube 

l Stainless Steel Pipe: Welded/Seamless Pipe 

Aluminum 

l Aluminum Coils 

l Aluminum Plate & Sheet 

l Aluminum Extrusions 

Carbon 

l HRC, HR Heavy Plate, AR Plate and CRC 

l HGI, GL, PPGI, PPGL, ETP and TFS  

l Wired Rod, Ribbed Bar, Rail, Round Bar, Sheet Piling and H/I Beams 

l Seamless/Welded Pipes, Oil Tubing and Casing, Hollow Section 

l Electrical Steel 
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l Colored Stainless Steel Sheet 

l Strapping 
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PROFILE

ABOUT US 

An international stockist and trading company founded in 1995, Global Stainless Steel has 

been serving 30 countries for over 20 years. 15 Sales and purchasing offices are located on 

5 continents in order to effectively take advantage of market place fluctuations. 

Our 4000 ton inventory includes 409, 430, 304 and 316 master coils and slit coils, as well as 

some sheet stock. Our turnover in the past 12 months consisted of approximately 25,000 

MT of stainless steel products. We currently have available our inventory listed live on this 

site and will be expanding this to include large packages and lists for our overseas 

customers. 

Our ability to buy and supply large tonnage within tight time frames at discounted prices 

puts Global Stainless in a unique position among mills and large suppliers. Global Stainless 

has improved its value -added services by adding 3 slitters for processing from .012 - .135 

and widths from .050 " to 49 " and 4 high temper mill for gauge corrections and tempering 

rolling from 1/4. 1/2, 3/4 to full hard. Our goal to be a price leader and to provide our 

customers with stock material to better serve the service industry and distributors in their 

support of JIT stock for their end users business customers. 

METALS WITHOUT BORDERS 
www.globalstainless.net 



GLOBAL ADVANTAGE 

l Products Range 

l Warehousing Capacity 

l Stocking 

l Finance 

l Mill Relationship 

l Logistic 

l Clearance 

l Professional Service 

OUR MISSION 

Leading International Metals Supply Chain Company 

Our objective is to add value to our customers' business by offering: 

l an unparalleled basket of goods, information and services 

l an established worldwide supply network 

l a long-term vision to supply and marketing 

l superior flexibility according to our customers' needs 

l Speed, entrepreneurship, innovation, reliability and integrity form the cornerstone 

of our decision making process. 

l Our greatest resource is our people, displayed through their creativity and 

knowledge network. 

With mutual respect for suppliers, customers and employees, we aim to create a better 

business and work environment. Constant re-evaluation will lead to greater efficiency, 

profitability and growth. 

www.globalstainless.net 



CERTIFICATIONS
CERTIFICATION

INDUSTRY CERTIFICATIONS 

www.globalstainless.net 



STAINLESS STEEL FLAT PRODUCTSST A IN LESS ST EEL  FLA T  P R O D U C T S

Material Type: Cold Rolled/Hot Rolled Coil, Plate, Sheet 

Thickness: 0.25 ~ 100mm 

Grade: 200/300/400 series 

Hardness: Annealed, 1/4 Hard, 1/2 Hard, Full Hard 

Finish: 2B, BA, NO.4, 8K, SB, HL, NO.1, KB 

Standard: ASTM, AISI, EN, DIN, JIS 

The Link of Your Supply Chain 
www.globalstainless.net 



STAINLESS STEEL FLAT PRODUCTSST A IN LESS ST EEL  FLA T  P R O D U C T S

PRECISION STRIP  

Material Type: Cold Rolled, Stainless Steel Materials in the 

Form of Sheets, Plates, Blank Coils, Strip Coils and Pup Coils 

Gauge: 0.2 ~ 0.5 

Grade: 430, 316, 304, 3cr12, 2205, 410s, 409, 436, 441 

Finish: BA, Number 8 

Hardness: Annealed, 1/4 Hard, 1/2 Hard, Full Hard 

Standard: ASTM, AISI, EN, DIN 

Your Single  of HighSource
Quality Stainless Steel



STAINLESS STEEL LONG PRODUCTSST A IN LESS ST EEL  LO N G  P R O D U C T S

ROUND BAR Process
Diameter

Range  (mm)

Hot Rolled 60~130

Forged 130~300

Bright Round

Bar
Cold Drawn/Polish

3~60/

1/ 8"~2 1/4"

Black Round

Bar

Standard

ASTM A 484/484M, EN 10060/ DIN 1013

ASTM A 484/484M, EN 10060/ DIN 1013

ASTM A276/A 484M, EN 10278, DIN 671

Process
Thickness

Range (mm)
Width Range  (mm)

Hot Rolled/

Annealed/Pickled

3~15/

1/8"~5/8"

25~120/

1"~4.1/2"

Cold

Drawn/Polished
3~40 20~120

Standard

ASTM A276/484M, EN 10058/DIN 1013

ASTM A276/484M, EN 10278/DIN 174

Flat Bar

www.globalstainless.net 



STAINLESS STEEL LONG PRODUCTSST A IN LESS ST EEL  LO N G  P R O D U C T S

Process
Thickness

Range (mm)
Width Range  (mm)

3 20 x 20

3 4 5 25 x 25

3 4 5 30 x 30

3 4 5 6 40 x 40

3 4 5 6 7 8 50 x 50

5 6 7 8 60 x 60

5 6 7 8 65 x 65

6 7 8 9 10 70 x 70

6 7 8 9 10 75 x 75

7 8 9 10 80 x 80

8 9 10 12 100 x 100

ASTM A276/A 484M, EN 10056/DIN 1028,

GB4227

Standard

Hot Rolled/

Annealed/Pickled
Angle Bar

Process
Thickness

Range (mm)
Width Range  (mm)

Hot Rolled/

Annealed/Pickled

Cold

Drawn/Polished

Square Bar

 10x10~30x30

5x5~60x60

ASTM A276/484M, EN 10059/DIN 1014

ASTM A276/A 484M /A582, EN 10278, DIN 178

Standard

www.globalstainless.net 



STAINLESS STEEL LONG PRODUCTSST A IN LESS ST EEL  LO N G  P R O D U C T S

Process
Thickness

Range (mm)
Width Range  (mm)

Hexagonal Bar Cold Drawn

3 4 5 50 55 60 65 70 75

3 4 5 60 65 70 75 80

3 4 5

80 85 90 95 100 105 110 115

120 125 130 135 140 145 150

155 160 165 170 175 180

4 5 6

100 105 110 115 120 125 130

135 140 145 150 155 160 165

170 175 180 185 190 195 200

205 210 215 220

5 6 7

120 125 130 135 140 145 150

155 160 165 170 175 180 185

190 195 200 205 210 215 220

225 230 235 240

6 7 8

140 145 150 155 160 165 170

175 180 185 190 195 200 205

210 215 220 225 230 235 240

245 250 255 260

6 7 8 9

150 155 160 165 170 175 180

185 190 195 200 205 210 215

220 225 230 235 240 245 250

255 260 265 270

7 8 9 10

160 165 170 175 180 185 190

195 200 205 210 215 220 225

230 235 240 245 250 255 260

265 270 275 280

8 9 10 12

200 205 210 215 220 225 230

235 240 245 250 255 260 265

270 200 205 210 215 220 225

230 235 240 245

4 5 6 80

4 5 6 100

5 6 7 120

Channel Bar

Welded ASTM A276/A 484M, EN 10279

Hot Rolled/

Annealed/Pickled
ASTM A276/A 484M, EN 10279

Standard

ASTM A276/484M, EN 10278/DIN 1768~60

www.globalstainless.net 



SEAMLESS STAINLESS STEEL PIPES & TUBESSEA M LESS ST A IN LESS ST EEL  P IP ES  &  T U BES

ASTM

O. D. (mm) W. T. (mm) O. D. (mm) W. T. (mm)

6 0.5~1.5 83

8 0.5~2.0 89

10 95

12 102

14 108

16 114

17 127

18 133

19 140

20 146

21 152

22 159

24 168

25 180

27 194

30 1.3~8.0 219

32 245

34 273

35 325

38 351

40 356

42 2.0~11 377

45 406

48 426

51 450

54 457

57 480

60 508

63 530

68 558

70 610

73 660

76 762

1.0~8.0

1.5~10

2.0~15

2.5~22

2.5~25

3.0~32

3.0~50

3.5~50

4.5~50

5~55

7.0~60

9.0~70

Seamless Stainless Steel Pipes & Tubes 

0.8~3.0

0.8~4.0

0.9~7.0

A269 A312 A213 A270 A511 A778 A554 A790 A249

www.globalstainless.net 



WELDED STAINLESS STEEL PIPES & TUBESW ELD ED  ST A IN LESS ST EEL  P IP ES  &  T U BES

ASTM

O. D. (mm) W. T. (mm) O. D. (mm) W. T. (mm)

15 0.5~1.2 76 1.5~3

16 89(89.9) 1.5~4

19 108

20 114.3

22 133

25.4 139.7

26.9 1~2 159 2~5

32 168.3

33.4 219.1

35 273 3~8

38 325 3~10

40 356 3~12

42 406 4~14

45 457 4~16

48 508 4~20

50.8 610

57 711

60.3 762

139.7 2~4 820 5~40

159 914

168 920

180 3~10 1016

219 3~16 1020

273 3~20 1118

325 1219

355.6 1321

377 1422

406.4 1524

426 1626

457 1727

480 1829

508 1930

530 2030

610 2080

630 2130

711 2180

720 2200

813

1.5~3

2~4

2~8

5~26

UOE

Welded Stainless Steel Pipes & Tubes

0.5~2

0.5~1.5

1.5~2.5

10~80

2~8

3~25

3~30

4~35

5~40

6~45

6~55

8~60

A269 A312 A213 A270 A511 A778 A554 A790 A249

Automatic welding machine



ALUMINUMA LU M IN U M

Grade Alloy Thickness (mm) Width (mm) Application

1 Series 1050 1060 1070 1100 0.1~4 400~1600

3 Series 3003 3004 3005 3104 0.2~3.5 200~1500

5 Series
5052 5182 5754 5083

5005
0.2~3.5 1000-1500

8 Series 8011 0.2~1.5 500~1500

1 Series 1050 1060 1070 1100 0.2~600 30~3000

3 Series
3003 3004 3005 3104

3105
0.3~600 500~2600

5 Series

5052 5083 5086 5182

5251 5754 5218  5A06

5A05 5454 5051 5042

5005

0.2~600 500~2600

6 Series 6015 6061 6063 6082 0.15~600 500~3000

8 Series 8011 0.15~3.5 30~2600

Tread plate 0.8~7 100~2600

Air-condition, car, platform,

pipeline, screen framework, the

table leg, trim strip, handles etc.

Aluminum

Coil

Aluminum

Plate and

Sheet

1050 1060 1100 1200 3003 3005 3105

5005 5052 5754 6061 6063 6082 8011

Electric, packaging, building,

aluminum plastic composite pipe,

cable, optical cable, transformer

aluminum strip, fin radiator,

heater, blinds etc.

Lighting, solar reflective film,

building exterior, interior

decoration, furniture, elevators,

signage, automotive interior and

exterior decoration, household

appliances etc.

www.globalstainless.net 



ALUMINUM EXTRUSIONSA LU M IN U M  EX T R U SIO N S

 

www.globalstainless.net 

Flat Deck Aluminum Walkway Systems 

Dropside Semi-Trailer Container Semi-Trailer 

Bus 

Fence 

Step Ladder 

Formwork 

Box Semi-Trailer Tank Truck 

High Speed Train Carriage Body 

Guardrail & Fence 

Highway Guardrail 

Pallet 

Burglar Mesh 



CARBON STEELC A R BO N  ST EEL

www.globalstainless.net 

Size(mm) Grade Standard Remark

0.8～4.0×750～

1600

A36,SS400,SS490,S

S330,S235JR,S275J

R; SAE1006/1008;

SPHC,SPHD;SPHT1

/2; S355JR, A572

Gr 50b

ASTM A36/36M, JIS

G3131, JIS G3132,

EN10025-2, ASTM

A573/A573M

Coil Weight

≤25MT  Coil

ID: 508/610

mm

HOT ROLLED STEEL COILS



CARBON STEELC A R BO N  ST EEL

Thickness Width Length

A36 6--300 ASTM A36/A36M

A283 Gr. A/B/C/D 6--300 ASTM A283/A283M

S235 JR/JO 6--250

S235 J2 6--300

S275 JR/JO 6--250

S275 J2 6--300

S275 N/NL 6--250 EN 10025-3

S275M/ML 6--120 EN 10025-4

SS330

SS400

SS490

SM400 A/B 6--200 JIS G3106

 NM360, NM400,

NM450, NM500,

NM550, NM600

4.5--150 1600-4100 3000-25000
GB/T24186 or AS PER

CUSTOMER’S REQUEST

HEAVY PLATE

Grade
Specifications ( mm )

Standard

900--4800 3000--25000

EN10025-2

6--300 JIS G3101

AR PLATE

www.globalstainless.net 



CARBON STEELC A R BO N  ST EEL

Size(mm) Grade Standard Remark

0.20～2.0×750～

1500

SAE1006, SAE1008,

DC01/03/04/05,SPC

C, SPCD,SPCE,SPCF

and SPCG

JIS G 3141,

EN10130

Coil Weight≤35MT Coil

ID: 508/610 mm

Cold Rolled Steel Sheet Products

www.globalstainless.net 



CARBON STEELC A R BO N  ST EEL

Product Grade Standard Thickness (mm)
Width

(mm)
Remark

Painting Thickness:

Top: 25um+/-5

Back: 7µm +/-2µm

TDC51/52/53/54D,

TS250/280/320/350

/550 GD+ Z

DX51D+AD,CSB,CS

C, SGLCC, SS37

Painting Thickness:

Top: 25um+/-5

Back: 7µm +/-2µm

Pre-Painted

Galvanized Steel

Coil

EN10169, CGCC 0.30-2.00
900-

1500

Pre-Painted

Galvalume Steel

Coil

TDC51D+ AZ, SS37
EN10169，

ASTM A755
0.30-2.00

900-

1500

750-

1500

Zinc Coating: Z60

—Z600g/m²

Galvalume

EN10215, ASTM

A792M, JIS

G3321

0.30-1.20
750-

1500

Coating: AZ40—

AZ200

ASTM

A653/A653M, JIS

G 3302, EN

10326

Hot Dipped

Galvanized Steel

Coil

CSA,CSB,CSC, SGCC,

DX51D

0.23-2.0 (Zero Spangle),

0.70-6.00 ( Regular

Spangle )

HGI, GL, PPGI and PPGL

www.globalstainless.net 



CARBON STEELC A R BO N  ST EEL

ETP and TFS 

Minimum Average

Coating Weight

Maximum Average

Coating Weight

Minimum

Average Coating

Weight

Maximum Average Coating Weight

50mg/m2 150mg/m2 5mg/m2 35mg/m2

Metallic Chromium Layer (one

side)
Chromuim Oxide Layer (one side)

Chromium/Chromuim Oxide Coating Weight

www.globalstainless.net 

Nominal

thickness(mm)
Temper code

Surface hardness

HR30T
Yield strength(MPa)

T-1 49±4 300

T-2 53±4 320

T-2.5 55±4 360

T-3 57±4 386

0.15-0.25 T-4 61±4 415

T-5 65±4 450

T-6 70±4 465

DR-8 73±5 520

DR-9 76±5 560

0.1-0.2

Width: 600~1050mm, coil weight: 1T~18T, coil inner diameter: 508mm, box sheet weight:0T~2T

Available specifications and performance application form

0.18-0.5

Tinning Coating Weight Code
Nominal Tin Coating

weight (g/m2)

Minimum average coating

weight (g/m2)

1.1/1.1 1.1/1.1 0.90/0.90

2.2/2.2 2.2/2.2 1.80/1.80

2.8/2.8 2.8/2.8 2.45/2.45

5.6/5.6 5.6/5.6 5.05/5.05

1.1/2.8 1.1/2.8 0.90/2.45

1.1/5.6 1.1/5.6 0.9/5.05

2.8/5.6 2.8/5.6 2.45/5.05

Equally Coated

Differentially Coated

Tin coating weight



CARBON STEELC A R BO N  ST EEL

Variety Grade Application

For cold

heading

ML08Al-ML15 10B21

SWRCH6A-

SWRCH22A

SWRCH35K etc

For producing the standard

and non-standard parts.

Drawing wire

with low carbon

Q195-Q235 SAE1006-

SAE1022 SAE1006B-

SAE1022B

SAE1006+Cr(B)-

SAE1022+Cr(B)

For cold-rolled ribbed steel

bar, welded reinforcing bar

net, cold forming parts for

common use, wire mesh, nail

and construction etc.

Building

material(valve

snail)

HPB300

HRB400(valve snail)

HRB400E(valve snail)

For building

Welding

H08A H08C H08E

SWRY11-B EM12K-B

H08MnA H10Mn2

H10MnSi ER50-6

ER70S-6 TH550-NQ-

Ⅱ TH550-NQ-Ⅲ

For welding rod with certain

specification and welding wire

for CO2 shielding gas, argon

arc welding, SAW.

HIGH CARBON

HARD WIRE

45#-80#

SWRH42A(+Cr)-

SWRH72A(+Cr)

SWRH42B(+Cr)-

SWRH72B (+Cr)

For making steel nails, wire

ropes, steel cables, hose steel

wire, bead wire, spring steel

wire.

Wire rod for

pre-stressed

steel bar

30MnSi 30Si
For all kinds of pre-stressed

concrete pipe pile.

Pre-stress steel

wire and strand

SWRH77B SWRH82B

SWRH77B+Cr

SWRH82B+Cr

For Partial specifications and

levels of high strength low

relaxation pre-stressed steel

wire, indented wire, thread

steel wire and steel strand.

Cord LX72A LA82A

Reinforced materials of

automobile tires and rubber

products.

WIRE ROD

www.globalstainless.net 



CARBON STEELC A R BO N  ST EEL

GB GRADE HRB400, HRB400E, HRB500

Specification Ö12mm-Ö32mm

British Standard Grade 460B, 500B, B500B

Specification Ö10mm-Ö32mm

HOT-ROLLED RIBBED STEEL BAR

www.globalstainless.net 



CARBON STEEL

 

C A R BO N  ST EEL

SIZE: ASCE25, ASCE30, ASCE40, ASCE60, ASCE75, ASCE85, 90RA, 115RE,  

136RE, 175LBS 

STANDARD: AMERICAN STANDARD 

MATERIAL: 700A/900A/1100A 

LENGTH: 6-12m, 12-25m 

 

ASCE 25 38.1 69.85 69.85 7.54 12.4 700A 6~12

ASCE 30 42.86 79.38 79.38 8.33 14.88 700A 6~12

ASCE 40 47.62 88.9 88.9 9.92 19.84 700A 6~12

ASCE 60 60.32 107.95 107.95 12.3 29.76 700A 6~12

ASCE 75 62.71 122.24 122.24 13.49 37.2 900A/1100A 12~25

ASCE 85 65.09 131.76 131.76 14.29 42.17 900A/1100A 12~25

90RA 65.09 142.88 130.18 14.29 44.65 900A/1100A 12~25

115RE 69.06 168.28 139.7 15.88 56.9 900A/1100A 12~25

136RE 74.61 185.74 152.4 17.46 67.41 900A/1100A 12~25

175LBS 109.86 152.4 152.4 38.1 86.8 900A/1100A 12~25

BASE

C(MM)

WEB

D(MM)

AMERICAN STANDARD STEEL RAIL

SIZE

DIMENSION (MM)

MATERIAL LENGTH (M)
WEIGHT

(KG/M)HEAD

A(MM)

HEIGHT

B(MM)

www.globalstainless.net 

RAIL 



CARBON STEELC A R BO N  ST EEL

Size
Yield

Strength

Tensile

Strength

Elongation

Rate

(mm) Rel(N/Mm2) Rm(N/Mm2) A(%)

S45Ti ,S45CTi,EN8DTi,

S45C,EN8D
<065 >345 >570 > 20

S45Ti ,S45CTi,EN8DTi,

S45C,EN8D
065--0180 ^355 >600 >16

S20Ti,S20CTi,S20C <065 >245 > 400 > 25

S20Ti,S20CTi,S20C 065--0180 >245 >410 > 25

>80-110

>110-150

>150-200

>200

Tolerance(mm)

±0.35

±0.40

±0.50

±0.70

±1.0

±1.30

±1.8

± 1.2% of the nominal diameter

DIA.(mm)

>13-20

>20-30

>30-50

>50-80

Steel Grade

HOT ROLLED ROUND BAR

www.globalstainless.net 



C A R BO N  ST EEL

Sectional

area cm2

Theoretical

weight

kg/m

Moment of

inertia

l*cm4

W*cm3
Sectional

area cm2

Theoretical

weight

kg/m

Moment

of inertia

cm4

W*cm3

PU400x100 400 100 10.5 61.18 48 1240 152 153 120.1 8740 874

PU400x125 400 125 13 76.42 60 2220 223 191 149.9 16800 1340

PU400x150 400 150 13.1 74.4 58.4 2790 250 186 146 22800 1520

PU400x170 400 170 15.5 96.99 76.1 4670 362 242.5 190.4 38600 2270

PU500x200 500 200 24.3 133.8 105 7960 520 267.6 210.1 63000 3150

PU500x225 500 225 27.6 153 120.1 11400 680 306 240.2 86000 3820

PU600x130 600 130 10.3 78.7 61.8 2110 203 131.2 103 13000 1000

PU600x180 600 180 13.4 103.9 81.6 5220 376 173.2 136 32400 1800

PU600x210 600 210 18 135.3 106.2 8630 539 225.5 177 56700 2700

Web

(mm)

Alar plate

(mm)
kg/m kg/m2

PU12 600 360 9.8 9 140 66.1 110 21600 1200 715 1457

PU12-10/10 600 360 10 10 148 69.6 116 22580 1255 755 1535

PU18-1 600 430 10.2 8.4 154 72.6 121 35950 1670 980 1988

PU18-1 600 430 11.2 9 174 81.9 137 46380 2060 1195 2422

PU18+1 600 430 12.2 9.5 172 81.1 135 41320 1920 1125 2280

PU22-1 600 450 11.1 9 174 81.9 137 46380 2060 1195 2422

PU22-1 600 450 12.1 9.5 183 86.1 144 49460 2200 1275 2580

PU22+1 600 450 13.1 10 192 90.4 151 52510 2335 1355 2735

PU28-1 600 452 14.2 9.7 207 97.4 162 60580 2680 1525 3087

PU28 600 454 15.2 10.1 216 101.8 170 64460 2840 1620 3269

PU28+1 600 454 16.2 10.5 226 106.2 177 68380 3000 1710 3450

PU32 600 452 19.5 11 242 114.1 190 72320 3200 1825 3687

PU14 750 408 10 8.3 132 77.9 104 28680 1405 820 1663

PU16 750 411 11.5 9.3 147 86.3 115 35850 1600 935 1891

PU18 750 441 10.5 9.1 150 88.5 118 39300 1780 1030 2082

PU20 750 444 12 10 165 96.9 129 44440 2000 1155 2339

PU23 750 447 13 9.5 173 102.1 136 50700 2270 1285 2600

PU25 750 450 14.5 10.2 188 110.4 147 56240 2500 1420 2866

Height

(mm)

Thickness

(mm)

As Per Piece As Per Meter

SHEET PILING PU TYPE PILE SERIES

Grade
Width

(mm)

Thickness (mm)
Height

(mm)

Sectional

area cm2

Theoretical weight Moment of

inertia

l*cm4

W*cm3/m

Static

moment

cm3/m

Plastic

section

modulus

cm3/m

Grade (W*H)
Width

(mm)

www.globalstainless.net 



 Type Size Weight Length Standard

HW100×100 100×100 6 8 16.9

HW125×125 125×125 6.5 9 23.6

HW150×150 150×150 7 10 31.1

HW175×175 175×175 7.5 11 40.4

HW200×200 200×200 8 12 49.9

HW250×250 250×250 9 14 71.8

HW350×350 350×350 12 19 135

400×400 13 21 172

414×405 18 28 232

428×407 20 35 283

HM200×150 194×150 6 9 29.9

HM250×175 244×175 7 11 43.6

HM300×200 294×200 8 12 55.8

HM400×300 390×300 10 16 105

HM450×300 440×300 11 18 121

482×300 11 15 111

488×300 11 18 125

582×300 12 17 133

588×300 12 20 147

594×302 14 23 170

HM600×300

HW

HM

H×B

H-BEAM

Dimension (mm)

（Height×

Width）
T1 T2 KG/M

7-15M
JIS

G3192/G3101

HW400×400

HM500×300

C A R BO N  ST EEL

www.globalstainless.net 
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C A R BO N  ST EEL

Sectional

Area cm2

H B d t

100 97.6 55 3.6 4.70 6.72

120 117 64 3.8 4.80 8.36

140 136.3 73 3.8 5.20 10.05

160 156.6 82 4 5.60 12.31

180 176.4 91 4.3 6.20 14.94

200 196.9 100 4.5 6.70 17.95

IPE H B d t Kg/m

80 80 46 3.8 5.20 6.00

100 100 55 4.1 5.70 8.10

120 120 64 4.4 6.30 10.40

140 140 73 4.7 6.90 12.90

160 160 82 5 7.40 15.80

180 180 91 5.3 8.00 18.80

200 200 100 5.6 8.50 22.40

220 220 110 5.9 9.20 26.20

240 240 120 6.2 9.80 30.70

270 270 135 6.6 10.20 36.10

Standard Sectional

Demension (mm)
Normal Size

(mm)

Unit

Weight

Kg/m

I-BEAM



CARBON STEEL PIPES & TUBESC A R BO N  ST EEL  P IP ES  &  T U BES

STANDARD

114.3 ~ 711.2

Green Drill Pipe

Line Pipe

Cylinder Pipe

Boiler Tubes

Mechanical Pipe

114.3 ~ 508

Tubing

TYPE O. D. (mm)

Casing

60.325 ~ 114.3

Carbon Steel Seamless Pipe 

A500, A53, A519, A106, A333, A/SA 106, A/SA 53,   A/SA

209, A/SA 210, A/SA 213, A/SA 335, API5L, API5CT,

ASTM A179, DIN 1629

60.325 ~ 168.275

50.8 ~ 711.2

127 ~ 609.6

50.8 ~ 609.6

www.globalstainless.net 



CARBON STEEL PIPES & TUBES

STANDARD

TYPE O. D. (mm)
Wallthickne

ss (mm)
Length (m)

SSAW 219.1~2540 3.2~25.4 6~22

LSAW 323.9~1820 5.0~50 6~12

ERW 21.3~610 1.8~22 0.3~12

Carbon Steel Welded Pipe 

A500, A53, A519, A106, A333, A/SA 106, A/SA 53,   A/SA

209, A/SA 210, A/SA 213, A/SA 335, API5L, API5CT

C A R BO N  ST EEL  P IP ES  &  T U BES

www.globalstainless.net 



CARBON STEEL PIPES & TUBESC A R BO N  ST EEL  P IP ES  &  T U BES

STANDARD

TYPE O. D. (mm)
Wallthickne

ss (mm)
Length (m)

Square tube 10x10~500x500 0.5~20 0.1~18

Rectangular tube 10x20~600x400 0.5~20 0.1~18

Scaffoldg tube 27~48.6 2.0~4.0 0.3~18

Galvanized steel pipe 21.3~610 0.5~22 As per request

Hollow Section

ASTM A560, ASTM A53, EN10210, EN10204, EN10219,

JISG3466, BS6323, BS138F,IS1161, DIN1626, DIN2394
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C A R BO N  ST EEL

Nominal

Thickness

(mm)

Nominal

Thickness

Tolerance (mm)

Longitudinal

Thickness

Tolerance (mm)

Traverse

Thickness

Tolerance (mm)

Width

Tolerance

(mm)

Flatness

(%)

Camber

Within

2m (mm)

0.18 ±0.015

0.20 ±0.015

0.23 ±0.020

0.27 ±0.025

0.30 ±0.025

0.35 ±0.025

≤1.5 ≤0.9

Inside Diameter (mm)

508 ± 10

508 ± 10

Dimensional and Shape Tolerances

≤0.025

≤0.020 ≤0.010

≤0.015

0~+1

Available Thickness (mm)

0.18, 0.20

0.23, 0.27, 0.30, 0.35

Available Width Range (mm)

850 - 1200

850 - 1200

Standard Dimensions of Products

ELECTRICAL STEEL 
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HAIRLINE

SATIN

Cross Hairline Hairline Sapphire Blue Titanium Black Red Wine Rose Red

Satn Sapphire Blue Green Black Red Bronze Gold

Cross Hairline Sapphire Blue Hairline Titanium Black Gold

SAND BLASTED

COLORED STAINLESS STEEL SHEETC O LO R ED  ST A IN LESS ST EEL  SH EET

Grade 201 304 316L 430

Type

Thickness

Width

Length

Coating

Remarks

• Pattern and dimensions can be customized

     • Popular Patterns can be recommended

     • All raw materials will be prime and suitable for surface processing

Sheet Only

0.3 ~ 4.0 (mm)

1000/1219/1500 (mm)

MAX: 6000 (mm)

Double PE / Laser PE Coating

www.globalstainless.net 
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Grade

Thickness

Width

Width

Length

Benefits

Finished Products Packed In Coils

 • Strength

 • Tension

Applications

• Bundling of medium or heavy and round objects such as pipes and

tubes

     • General crating, palletising and bundling of heavy loads

     • Securing loads which may be subject to high temperatures or sharp

edges for which plastic strap may not be suitable

 • Resistant to heat

 • Resistant to cuts and abrasion

0.1 ~ 2.0 (mm)

1.5 ~ 450 (mm)

1/4" (6.35mm), 3/8" (9.53mm), 1/2" (12.7mm),

5/8" (15.88mm), 3/4" (19.05mm)

Usually 100ft/roll (30.5M) and 50M/roll

201 304

Strapping Systems

EXCELLENT OPTION TO STEEL BANDING FOR MEDIUM AND HEAVY LOADS



WORLDWIDE SOURCING SOLUTIONS
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Unique SOLUTION FOR UNIQUE COMPANY 

W O R LD W ID E SO U R C IN G  SO LU T IO N S



Equipment ID 48" STAMCO MULTI HEAD 21" BARCO TEMPER MILL

Gauge Minimum 0.010 0.010 0.012"

Gauge Maximum 0.115 0.135 0.105"

Entry Width Minimum 5" 1.5"

Entry Width Maximum 49.5" 20" 10"

Entry I.D. Minimum 20" 20"

Used for gauge

corrections and / or

tempering to full hard

Entry I.D. Maximum 24" 24"

Entry O.D. Maximum 60" 60"

Entry Coil Wgt. Maximum 20,000# 8,000#

Exit I.D. Minimum 20" 20"

Exit I.D. Maximum 20" 20"

Exit O.D. Maximum 60" 60"

Exit Width Minimum 0.500" 0.500"

Exit Width Maximum 48" 20"

Exit Coil Wgt. Maximum 20,000# 8,000#

Side Trim Minimum 0.250" 0.250"

Side Trim Maximum 2" 2"

Maximum Tensile
50 ksi @ 0.125" Above 50 ksi

Inquire

50 ksi @ 0.120" Above

50 ksi Inquire

PROCESSING LOCATIONS 
1574 Eagle Street North 

Cambridge, Ontario, 

N3H 4S5 

Tel +1 519-650-0419 

Fax +1 519-653-2495 

2345 Stanfield Road, Suite 203 

Mississauga, Ontario, 

L4Y 3Y3 

Tel +1 905-696-6960 

Fax +1 905-696-8696 

35165 Beattie Drive 

Sterling Heights, Michigan 

U.S.A 48312 

Tel +1 586-274-9550 

Fax +1 586-274-9554 

SLITTER 

PARAMETERS 



GLOBAL STAINLESS STEEL INC. CANADA 

2345 Stanfield Road, Suite # 203, Mississauga ON L4Y3Y3, Canada 

BRAD BEAUCHAMP 

Tel +1 905 696 6960 

Fax +1 905 696 8696 

Email: bradb@globalstainless.net 

 

 

UNITED KINGDOM 

35 Thorncliffe View, Chapeltown, Sheffield, S35 3XU, England 

STEVE BEAUCHAMP 

Tel +44 114-2844591 

Cell +44 7713 248816 

Email: stevebglobalstainless@gmail.com 

 

 

ITALY 

VIA FIESCHI 3/27 16121 GENOA ITALY 

CORRADO CORSIGLIA 

Tel +39-010-8689701 

Cell +39-347-9316442 

Email: corrado76@gmail.com 

 

USA 

New York, New York 

MICHAEL V. GATZONIS 

Tel +1-646 619 8089 

Fax +1-646 619 8083 

Cell +1 917 494 2076 

Email: michaelg@globalstainless.net 

CHINA 

Room D1, 19F, HuaGuang Building, #333 Zhongshan Rd, 

Wuxi, Jiangsu, China 

BELLA MIAO 

Tel +86-(0)510-6669 6229 

Cell +86-139 1702 4436 

Email: bellam@globalstainless.net 

 

 

AUSTRALIA 

Level 12,124 Walker Street, North Sydney, NSW,2060,  

Australia 

GLENN SACHKO 

Tel +61 (0)2- 9956-6091 

Fax +61 (0)2- 8912-500 

Cell +61 4 -3845 -1617 

Email: glenns@globalstainless.com.au 

 

 

MEXICO 

GUILLERMO GONZALEZ 

Autopista Monterrey-Cadereyta km 17, Juarez N.L. 

CP 67250 

Tel +(81) 8374 5364 y 8374 6540 

Cell +(81) 8396 9945 

Email: guillermog@globalstainless.net 

CONTACT US 
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